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Channel ForU H70 + Slotted Galvanized Steel Grating A15/EN 1433
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Dimensions and features

Length (mm) 1.000 Drainage capacity I/s 2,24
Total width (mm) 120 (85% filling, minimum slope 0.1%) -
Grating width (mm) 115 Colour Black
Height (mm) 92,0 Available colours Black/Grey
Material PP // Galvanized  Quantity per pallet (pcs) 110
Weight (Kg) 1,60 Quantity per pallet (m) 110
Drainage surface (cm?) 257,0 Stackable pallets 2
Surface finish Galvanized Pallet type (mm) 1000 x 1200
Load class (UNI EN 1433) A15 (UNI EN 1433) Barcode 6427301000050
Drain outlet provision 1x @ 110/ 100

Available accessories ( if included v )

S PACK Kit 2 Bar and screws (406025 ) S PACK Kit 1 End Caps + 1 Caps outlet 75 (406062 )
S PACK Kit Bottom Outlet 3110 and screws (406026 ) S PACK Kit Sump and syphon ForU/ForME H70 AXL (406029 )
S PACK Kit 2 End Caps (406027 ) S PACK Sump Galvanized Steel Grating (406031)

Axhell Drain Srl reserves the right to make changes to technical data without prior notice.

Dimensions and weight are subject to standard manufacturing tolerances.

Products must be installed in accordance with Axhell specifications and applicable regulations.
Axhell Drain Srl Str. Argeselu nr. 611 - Platforma WIDA PARK - 117451 Mardcineni, Judet Arges, Romania - Tel: +40 (348) 402 764 - e-mail: info@axhell.com

Sheet code

DS_501000_01  Revision

25 001




